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Note : 1. Performance tested under EN14511
2. Capacities are based on the following conditions

- Cooling : Indoor temp. 27℃ (80.6℉) DB / 19℃ (66.2℉) WB, Outdoor temp. 35℃ (95℉) DB / 24℃ (75.2℉) WB, Interconnecting piping length 7.5m, Level difference of zero
- Heating : Indoor temp. 20℃ (68℉) DB / 15℃ (59℉) WB, Outdoor temp. 7℃ (44.6℉) DB / 6℃ (42.8℉) WB, Interconnecting piping length 7.5m, Level difference of zero

3. Due to our policy of innovation, some specifications may be changed without notification

Note : 1. Performance tested under EN14511
2. Capacities are based on the following conditions

- Cooling : Indoor temp. 27℃ (80.6℉) DB / 19℃ (66.2℉) WB, Outdoor temp. 35℃ (95℉) DB / 24℃ (75.2℉) WB, Interconnecting piping length 7.5m, Level difference of zero
- Heating : Indoor temp. 20℃ (68℉) DB / 15℃ (59℉) WB, Outdoor temp. 7℃ (44.6℉) DB / 6℃ (42.8℉) WB, Interconnecting piping length 7.5m, Level difference of zero

3. Due to our policy of innovation, some specifications may be changed without notification

Model Unit ARNU07GM1A4 ARNU09GM1A4 ARNU12GM1A4 ARNU15GM1A4 ARNU18GM1A4 ARNU24GM1A4

Cooling Capacity  kW  2.2 2.8 3.6 4.5 5.6 7.1

Heating Capacity  kW  2.5 3.2 4.0 5.0 6.3 8.0

Power Input 
(H / M / L) Nominal W  39 / 30 / 25 40 / 32 / 26 46 / 38 / 31 67 / 53 / 46 85 / 63 / 55 91 / 74 / 58  

Dimensions 
(W x H x D) 

Body  mm  900 x 270 x 700 900 x 270 x 700 900 x 270 x 700 900 x 270 x 700 900 x 270 x 700 900 x 270 x 700

Shipping mm  1,100 x 338 x 773 1,100 x 338 x 773 1,100 x 338 x 773 1,100 x 338 x 773 1,100 x 338 x 773 1,100 x 338 x 773

Fan  

Type  Sirocco Fan Sirocco Fan Sirocco Fan Sirocco Fan Sirocco Fan Sirocco Fan

Motor Output x Number  W x No. 136 x 1 136 x 1 136 x 1 136 x 1 136 x 1 136 x 1

Air Flow Rate (H / M / L)  m³/min 9.0 / 7.5 / 6.0 9.5 / 7.5 / 6.0 11.0 / 9.0 / 7.0 16.0 / 12.0 / 9.0 17.0 / 14.5 / 12.0 19.0 / 16.0 / 14.0

External Static Pressure 
(High Mode) mmAq (Pa) 6 (59) 6 (59) 6 (59) 6 (59) 6 (59) 6 (59)

Air Flow Rate (H / M / L) 
(Standard Mode) m³/min 9.0 / 7.5 / 6.0 9.5 / 7.5 / 6.0 11.0 / 9.0 / 7.0 16.0 / 12.0 / 9.0 17.0 / 14.5 / 12.0 19.0 / 16.0 / 14.0

External Static Pressure 
(Standard Mode)  mmAq (Pa) 2.5 (25) 2.5 (25) 2.5 (25) 2.5 (25) 2.5 (25) 2.5 (25)

Motor Type      BLDC BLDC BLDC BLDC BLDC BLDC

Air Filter  Pre Filter Pre Filter Pre Filter Pre Filter Pre Filter Pre Filter

Pipe 
Connections  

Liquid Side  mm (inch)  Ø6.35 (1/4) Ø6.35 (1/4) Ø6.35 (1/4) Ø6.35 (1/4) Ø6.35 (1/4) Ø9.52 (3/8)

Gas Side  mm (inch)  Ø12.7 (1/2) Ø12.7 (1/2) Ø12.7 (1/2) Ø12.7 (1/2) Ø12.7 (1/2) Ø15.88 (5/8)

Drain Pipe (Internal Dia.)  mm (inch)  25 (1) 25 (1) Ø25 (1) Ø25 (1) Ø25 (1) Ø25 (1)

Weight  Body  kg 25.5 25.5 25.5 25.5 25.5 26.5

Sound Pressure Levels (H / M / L) dB(A)  26 / 24 / 23 27 / 25 / 23 27 / 25 / 23 30 / 27 / 23 31 / 28 / 25 32 / 29 / 26

Sound Power Levels (H / M / L)  dB(A)  55 / 54 / 51 55 / 54 / 52 56 / 54 / 52 59 / 57 / 55 59 / 57 / 55 59 / 58 / 56

Power Supply Ø, V, Hz  1, 220-240, 50 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50

Communication Cable mm2 x No. 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C

Model Unit ARNU28GM2A4 ARNU36GM2A4 ARNU42GM2A4 ARNU48GM3A4 ARNU54GM3A4

Cooling Capacity  kW  8.2 10.6 12.3 14.1 15.8

Heating Capacity  kW  9.2 11.9 13.8 15.9 18.0

Power Input 
(H / M / L) Nominal W  123 / 81 / 57 184 / 123 / 81 231 / 162 / 111 172 / 105 / 65 260 / 215 / 172  

Dimensions 
(W x H x D) 

Body  mm  1,250 x 270 x 700 1,250 x 270 x 700 1,250 x 270 x 700 1,250 x 360 x 700 1,250 x 360 x 700

Shipping mm  1,450 x 338 x 773 1,450 x 338 x 773 1,450 x 338 x 773 1,450 x 428 x 773 1,450 x 428 x 773

Fan  

Type  Sirocco Fan Sirocco Fan Sirocco Fan Sirocco Fan Sirocco Fan

Motor Output x Number  W x No. 350 x 1 350 x 1 350 x 1 350 x 1 350 x 1

Air Flow Rate (H / M / L)  m³/min 28.0 / 24.0 / 21.0 32.0 / 28.0 / 24.0 38.0 / 33.0 / 28.0 40.0 / 34.0 / 28.0 50.0 / 45.0 / 40.0

External Static Pressure 
(High Mode) mmAq (Pa) 6 (59) 6 (59) 6 (59) 6 (59) 6 (59)

Air Flow Rate (H / M / L) 
(Standard Mode) m³/min 28.0 / 24.0 / 21.0 32.0 / 28.0 / 24.0 38.0 / 33.0 / 28.0 40.0 / 34.0 / 28.0 50.0 / 45.0 / 40.0

External Static Pressure 
(Standard Mode)  mmAq (Pa) 5 (49) 5 (49) 5 (49) 5 (49) 5 (49)

Motor Type      BLDC BLDC BLDC BLDC BLDC

Air Filter  Pre Filter Pre Filter Pre Filter Pre Filter Pre Filter

Pipe 
Connections  

Liquid Side  mm (inch)  Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8)

Gas Side  mm (inch)  Ø15.88 (5/8) Ø15.88 (5/8) Ø15.88 (5/8) Ø15.88 (5/8) Ø19.05 (3/4)

Drain Pipe (Internal Dia.)  mm (inch)  Ø25 (1) Ø25 (1) Ø25 (1) Ø25 (1) Ø25 (1)

Weight  Body  kg 38.0 38.0 39.5 44.0 44.0

Sound Pressure Levels (H / M / L) dB(A)  36 / 34 / 33 37 / 36 / 34 38 / 37 / 36 39 / 37 / 35 42 / 40 / 39

Sound Power Levels (H / M / L)  dB(A)  59 / 57 / 55 60 / 59 / 57 62 / 61 / 60 63 / 60 / 59 65 / 64 / 62

Power Supply Ø, V, Hz  1, 220-240, 50 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50

Communication Cable mm2 x No. 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C

Accessories Accessories 

Chassis ARNU07GM1A4 ARNU09GM1A4 ARNU12GM1A4 ARNU15GM1A4 ARNU18GM1A4 ARNU24GM1A4

Drain Pump ○

Cassette Cover -

Refrigerant Leakage Detector PRLDNVS0

EEV Kit PRGK024A0 (~5.6kW)

Independent Power Module PRIP0

Robot Cleaner -

Pre Filter (washable / anti-fungus) ○

Ion Generator -

CO2 Sensor -

Ventilation Kit -

IR Receiver PWLRVN000

Zone Controller ABZCA

Dry Contact (with additional accessory)
PDRYCB000 (1 point contact), PDRYCB300 (8 points for thermostat compatible),

PDRYCB320 (Universal input1)), PDRYCB400 (2 points input), PDRYCB500 (Modbus)

External Input (1 point) ○

Wi-Fi PWFMDD200

Chassis ARNU28GM2A4 ARNU36GM2A4 ARNU42GM2A4 ARNU48GM3A4 ARNU54GM3A4

Drain Pump ○

Cassette Cover -

Refrigerant Leakage Detector PRLDNVS0

EEV Kit -

Independent Power Module PRIP0

Robot Cleaner -

Pre Filter (washable / anti-fungus) ○

Ion Generator -

CO2 Sensor -

Ventilation Kit -

IR Receiver PWLRVN000

Zone Controller ABZCA

Dry Contact (with additional accessory)
PDRYCB000 (1 point contact), PDRYCB300 (8 points for thermostat compatible),

PDRYCB320 (Universal input1)), PDRYCB400 (2 points input), PDRYCB500 (Modbus)

External Input (1 point) ○

Wi-Fi PWFMDD200

※ ○ : Applied, -  : Not applied
Option : Refer to model name in table
1) Available from April 2020

※ ○ : Applied, -  : Not applied
Option : Refer to model name in table
1) Available from April 2020

MID STATIC MID STATIC 
ARNU07GM1A4 / ARNU09GM1A4

ARNU12GM1A4 / ARNU15GM1A4

ARNU18GM1A4 / ARNU24GM1A4

ARNU28GM2A4 / ARNU36GM2A4

ARNU42GM2A4 / ARNU48GM3A4

ARNU54GM3A4
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Note : 1. Performance tested under EN14511
2. Capacities are based on the following conditions

- Cooling : Indoor temp. 27℃ (80.6℉) DB / 19℃ (66.2℉) WB, Outdoor temp. 35℃ (95℉) DB / 24℃ (75.2℉) WB, Interconnecting piping length 7.5m, Level difference of zero
- Heating : Indoor temp. 20℃ (68℉) DB / 15℃ (59℉) WB, Outdoor temp. 7℃ (44.6℉) DB / 6℃ (42.8℉) WB, Interconnecting piping length 7.5m, Level difference of zero

3. Due to our policy of innovation, some specifications may be changed without notification
Note : 1. Performance tested under EN14511

2. Capacities are based on the following conditions
- Cooling : Indoor temp. 27℃ (80.6℉) DB / 19℃ (66.2℉) WB, Outdoor temp. 35℃ (95℉) DB / 24℃ (75.2℉) WB, Interconnecting piping length 7.5m, Level difference of zero
- Heating : Indoor temp. 20℃ (68℉) DB / 15℃ (59℉) WB, Outdoor temp. 7℃ (44.6℉) DB / 6℃ (42.8℉) WB, Interconnecting piping length 7.5m, Level difference of zero

3. Due to our policy of innovation, some specifications may be changed without notification

Model Unit ARNU76GB8A4 ARNU96GB8A4

Cooling Capacity  kW  22.4 28.0

Heating Capacity  kW  25.2 31.5

Power Input 
(H / M / L) Nominal W  765 / 500 / 500 800 / 750 / 750

Dimensions 
(W x H x D) 

Body  mm  1,562 x 460 x 688 1,562 x 460 x 688

Shipping mm  1,806 x 537 x 825 1,806 x 537 x 825

Fan  

Type  Sirocco Fan Sirocco Fan

Motor Output x Number  W x No. 375 x 2 375 x 2

Air Flow Rate (H / M / L)
(High Mode-Factory Set) m³/min 60.0 / 50.0 / 50.0 72.0 / 64.0 / 64.0

External Static Pressure 
(High Mode) mmAq (Pa) 22 (216) 22 (216)

Air Flow Rate (H / M / L) 
(Standard Mode) m³/min 64.0 / 50.0 / 50.0 76.0 / 64.0 / 64.0

External Static Pressure 
(Standard Mode)  mmAq (Pa) 15 (147) 15 (147)

Motor Type      BLDC BLDC

Air Filter  Pre Filter Pre Filter

Pipe 
Connections  

Liquid Side  mm (inch)  Ø9.52 (3/8) Ø9.52 (3/8)

Gas Side  mm (inch)  Ø19.05 (3/4) Ø22.2 (7/8)

Drain Pipe (Internal Dia.)  mm (inch)  Ø25 (1) Ø25 (1)

Weight  Body  kg 87.0 87.0

Power Supply Ø, V, Hz  1, 220-240, 50 1, 220-240, 50

Communication Cable mm2 x No. 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C

Model Unit ARNU05GL1G4 ARNU07GL1G4 ARNU09GL1G4

Cooling Capacity  kW  1.7 2.2 2.8

Heating Capacity  kW  1.9 2.5 3.2

Power Input 
(H / M / L) Nominal W  29 / 26 / 24 31 / 28 / 24 39 / 29 / 24

Dimensions 
(W x H x D) 

Body  mm  700 x 190 x 700 700 x 190 x 700 700 x 190 x 700

Shipping mm  862 x 255 x 781 862 x 255 x 781 862 x 255 x 781

Fan  

Type  Sirocco Fan Sirocco Fan Sirocco Fan

Motor Output x Number  W x No. 19 x 1 19 x 1 19 x 1

Air Flow Rate (H / M / L)
(High Mode-Factory Set) m³/min 6.7 / 6.2 / 5.5 7.5 / 6.5 / 5.5 9.0 / 7.0 / 5.5

External Static Pressure 
(High Mode) mmAq (Pa) 2.54 (25) 2.54 (25) 2.54 (25)

Air Flow Rate (H / M / L) 
(Standard Mode) m³/min 6.7 / 6.2 / 5.5 7.5 / 6.5 / 5.5 9.0 / 7.0 / 5.5

External Static Pressure 
(Standard Mode)  mmAq (Pa) 0 (0) 0 (0) 0 (0)

Motor Type      BLDC BLDC BLDC

Air Filter  Pre Filter Pre Filter Pre Filter

Pipe 
Connections  

Liquid Side  mm (inch)  Ø6.35  (1/4) Ø6.35 (1/4) Ø6.35 (1/4)

Gas Side  mm (inch)  Ø12.7 (1/2) Ø12.7 (1/2) Ø12.7 (1/2)

Drain Pipe (Internal Dia.)  mm (inch)  Ø25 (1) Ø25 (1) Ø25 (1)

Weight  Body  kg 17.5 17.5 17.5

Sound Pressure Levels (H / M / L) dB(A)  25 / 24 / 22 26 / 24 / 22 28 / 25 / 22

Sound Power Levels (H / M / L)  dB(A)  48 / 46 / 45 50 / 47 / 45 53 / 49 / 45

Power Supply Ø, V, Hz  1, 220-240, 50 1, 220-240, 50 1, 220-240, 50

Communication Cable mm2 x No. 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C

Accessories Accessories 

Chassis ARNU76GB8A4 ARNU96GB8A4

Drain Pump ○

Cassette Cover -

Refrigerant Leakage Detector PRLDNVS0

EEV Kit ○

Independent Power Module PRIP0

Robot Cleaner -

Pre Filter (washable / anti-fungus) ○

Ion Generator -

CO2 Sensor -

Ventilation Kit -

IR Receiver PWLRVN000

Zone Controller ABZCA

Dry Contact (with additional accessory)
PDRYCB000 (1 point contact), PDRYCB300 (8 points for thermostat compatible),

PDRYCB320 (Universal input1)), PDRYCB400 (2 points input), PDRYCB500 (Modbus)

External Input (1 point) ○

Wi-Fi PWFMDD200

Chassis ARNU05GL1G4 ARNU07GL1G4 ARNU09GL1G4

Drain Pump ○

Cassette Cover -

Refrigerant Leakage Detector PRLDNVS0

EEV Kit PRGK024A0

Independent Power Module PRIP0

Robot Cleaner -

Pre Filter (washable / anti-fungus) ○

Ion Generator -

CO2 Sensor -

Ventilation Kit -

IR Receiver PWLRVN000

Zone Controller ABZCA

Dry Contact (with additional accessory)
PDRYCB000 (1 point contact), PDRYCB300 (8 points for thermostat compatible),

PDRYCB320 (Universal input1)), PDRYCB400 (2 points input), PDRYCB500 (Modbus)

External Input (1 point) ○

Wi-Fi PWFMDD200

※ ○ : Applied, -  : Not applied
Option : Refer to model name in table
1) Available from April 2020

※ ○ : Applied, -  : Not applied
Option : Refer to model name in table
1) Available from April 2020

HIGH STATIC LOW STATIC 
ARNU76GB8A4 / ARNU96GB8A4 ARNU05GL1G4 / ARNU07GL1G4

ARNU09GL1G4
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Note : 1. Performance tested under EN14511
2. Capacities are based on the following conditions

- Cooling : Indoor temp. 27℃ (80.6℉) DB / 19℃ (66.2℉) WB, Outdoor temp. 35℃ (95℉) DB / 24℃ (75.2℉) WB, Interconnecting piping length 7.5m, Level difference of zero
- Heating : Indoor temp. 20℃ (68℉) DB / 15℃ (59℉) WB, Outdoor temp. 7℃ (44.6℉) DB / 6℃ (42.8℉) WB, Interconnecting piping length 7.5m, Level difference of zero

3. Due to our policy of innovation, some specifications may be changed without notification

Note : 1. Performance tested under EN14511
2. Capacities are based on the following conditions

- Cooling : Indoor temp. 27℃ (80.6℉) DB / 19℃ (66.2℉) WB, Outdoor temp. 35℃ (95℉) DB / 24℃ (75.2℉) WB, Interconnecting piping length 7.5m, Level difference of zero
- Heating : Indoor temp. 20℃ (68℉) DB / 15℃ (59℉) WB, Outdoor temp. 7℃ (44.6℉) DB / 6℃ (42.8℉) WB, Interconnecting piping length 7.5m, Level difference of zero

3. Due to our policy of innovation, some specifications may be changed without notification

Model Unit ARNU12GL2G4 ARNU15GL2G4 ARNU18GL2G4

Cooling Capacity  kW  3.6 4.5 5.6

Heating Capacity  kW  4.0 5.0 6.3

Power Input 
(H / M / L) Nominal W  41 / 34 / 29 56 / 41 / 34 71 / 56 / 41

Dimensions 
(W x H x D) 

Body  mm  900 x 190 x 700 900 x 190 x 700 900 x 190 x 700

Shipping mm  1,062 x 255 x 781 1,062 x 255 x 781 1,062 x 255 x 781

Fan  

Type  Sirocco Fan Sirocco Fan Sirocco Fan

Motor Output x Number  W x No. 19 x 1, 5 x 1 19 x 1, 5 x 1 19 x 1, 5 x 1

Air Flow Rate (H / M / L)
(High Mode-Factory Set) m³/min 10.0 / 8.5 / 7.0 12.5 / 10.0 / 8.5 15.0 / 12.5 / 10.0

External Static Pressure 
(High Mode) mmAq (Pa) 2.54 (25) 2.54 (25) 2.54 (25)

Air Flow Rate (H / M / L) 
(Standard Mode) m³/min 10.0 / 8.5 / 7.0 12.5 / 10.0 / 8.5 15.0 / 12.5 / 10.0

External Static Pressure 
(Standard Mode)  mmAq (Pa) 0 (0) 0 (0) 0 (0)

Motor Type      BLDC BLDC BLDC

Air Filter  Pre Filter Pre Filter Pre Filter

Pipe 
Connections  

Liquid Side  mm (inch)  Ø6.35(1/4) Ø6.35(1/4) Ø6.35(1/4)

Gas Side  mm (inch)  Ø12.7(1/2) Ø12.7(1/2) Ø12.7(1/2)

Drain Pipe (Internal Dia.)  mm (inch)  Ø25 (1) Ø25 (1) Ø25 (1)

Weight  Body  kg 23.0 23.0 23.0

Sound Pressure Levels (H / M / L) dB(A)  30 / 27 / 25 33 / 30 / 28 35 / 32 / 29

Sound Power Levels (H / M / L)  dB(A)  50 / 47 / 46 54 / 51 / 47 56 / 54 / 51

Power Supply Ø, V, Hz  1, 220-240, 50 1, 220-240, 50 1, 220-240, 50

Communication Cable mm2 x No. 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C

Accessories Accessories 

Chassis ARNU21GL3G4 ARNU24GL3G4

Drain Pump ○

Cassette Cover -

Refrigerant Leakage Detector PRLDNVS0

EEV Kit PRGK024A0

Independent Power Module PRIP0

Robot Cleaner -

Pre Filter (washable / anti-fungus) ○

Ion Generator -

CO2 Sensor -

Ventilation Kit -

IR Receiver PWLRVN000

Zone Controller ABZCA

Dry Contact (with additional accessory)
PDRYCB000 (1 point contact), PDRYCB300 (8 points for thermostat compatible),

PDRYCB320 (Universal input1)), PDRYCB400 (2 points input), PDRYCB500 (Modbus)

External Input (1 point) ○

Wi-Fi PWFMDD200

Chassis ARNU12GL2G4 ARNU15GL2G4 ARNU18GL2G4

Drain Pump ○

Cassette Cover -

Refrigerant Leakage Detector PRLDNVS0

EEV Kit -

Independent Power Module PRIP0

Robot Cleaner -

Pre Filter (washable / anti-fungus) ○

Ion Generator -

CO2 Sensor -

Ventilation Kit -

IR Receiver PWLRVN000

Zone Controller ABZCA

Dry Contact (with additional accessory)
PDRYCB000 (1 point contact), PDRYCB300 (8 points for thermostat compatible),

PDRYCB320 (Universal input1)), PDRYCB400 (2 points input), PDRYCB500 (Modbus)

External Input (1 point) ○

Wi-Fi PWFMDD200

Model Unit ARNU21GL3G4 ARNU24GL3G4

Cooling Capacity  kW  6.2 7.1

Heating Capacity  kW  7.0 8.0

Power Input 
(H / M / L) Nominal W  72 / 53 / 48 103 / 63 / 48

Dimensions 
(W x H x D) 

Body  mm  1,100 x 190 x 700 1,100 x 190 x 700

Shipping mm  1,262 x 255 x781 1,262 x 255 x781

Fan  

Type  Sirocco Fan Sirocco Fan

Motor Output x Number  W x No. 19 x 2 19 x 2

Air Flow Rate (H / M / L)
(High Mode-Factory Set) m³/min 17.5 / 14.0 / 12.0 20.0 / 16.0 / 12.0

External Static Pressure 
(High Mode) mmAq (Pa) 2.54 (25) 2.54 (25)

Air Flow Rate (H / M / L) 
(Standard Mode) m³/min 17.5 / 14.0 / 12.0 20.0 / 16.0 / 12.0

External Static Pressure 
(Standard Mode)  mmAq (Pa) 0 (0) 0 (0)

Motor Type      BLDC BLDC

Air Filter  Pre Filter Pre Filter

Pipe 
Connections  

Liquid Side  mm (inch)  Ø9.52 (3/8) Ø9.52 (3/8)

Gas Side  mm (inch)  Ø15.88 (5/8) Ø15.88 (5/8)

Drain Pipe (Internal Dia.)  mm (inch)  Ø25 (1) Ø25 (1)

Weight  Body  kg 27.0 27.0

Sound Pressure Levels (H / M / L) dB(A)  35 / 29 / 28 36 / 33 / 28

Sound Power Levels (H / M / L)  dB(A)  59 / 55 / 54 63 / 59 / 55

Power Supply Ø, V, Hz  1, 220-240, 50 1, 220-240, 50

Communication Cable mm2 x No. 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C

※ ○ : Applied, -  : Not applied
Option : Refer to model name in table
1) Available from April 2020

※ ○ : Applied, -  : Not applied
Option : Refer to model name in table
1) Available from April 2020

LOW STATIC LOW STATIC
ARNU12GL2G4 / ARNU15GL2G4

ARNU18GL2G4

ARNU21GL3G4 / ARNU24GL3G4
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Note : 1. Due to our policy of innovation some specifications may be changed without notification.
2. Wiring cable size must comply with the applicable local and national code. And “Electric characteristics” chapter should be considered for electrical work and design. 

Especially the power cable and circuit breaker should be selected in accordance with that.
3. Sound pressure level is measured on the rated condition in the anechoic rooms by ISO 3745 standard. Sound power level is measured on the rated condition 

in the reverberation rooms by ISO 3741 standard. Therefore, these values can be increased owing to ambient conditions during operation.
4. Capacities are net capacities and based on the following conditions. Refer to the Outdoor Unit Specifications for calculating the real capacity.

- Cooling : Indoor Ambient Temp. 27°CDB / 19°CWB, Outdoor Ambient Temp. 35°CDB / 24°CWB
- Heating : Indoor Ambient Temp. 20°CDB / 15°CWB, Outdoor Ambient Temp. 7°CDB / 6°CWB
- Interconnected Pipe is standard length and difference of Elevation (Outdoor ~ Indoor Unit) is Zero.

5. Sound levels are measured at 50Pa External Static Pressure condition.
6. * : Air flow rate could be different in accordance with External Static Pressure and setting value.

Note : 1. Due to our policy of innovation some specifications may be changed without notification.
2. Wiring cable size must comply with the applicable local and national code. And “Electric characteristics” chapter should be considered for electrical work and design. 

Especially the power cable and circuit breaker should be selected in accordance with that.
3. Sound pressure level is measured on the rated condition in the anechoic rooms by ISO 3745 standard. Sound power level is measured on the rated condition 

in the reverberation rooms by ISO 3741 standard. Therefore, these values can be increased owing to ambient conditions during operation.
4. Capacities are net capacities and based on the following conditions. Refer to the Outdoor Unit Specifications for calculating the real capacity.

- Cooling : Indoor Ambient Temp. 27°CDB / 19°CWB, Outdoor Ambient Temp. 35°CDB / 24°CWB
- Heating : Indoor Ambient Temp. 20°CDB / 15°CWB, Outdoor Ambient Temp. 7°CDB / 6°CWB
- Interconnected Pipe is standard length and difference of Elevation (Outdoor ~ Indoor Unit) is Zero.

5. Sound levels are measured at 50Pa External Static Pressure condition.
6. * : Air flow rate could be different in accordance with External Static Pressure and setting value.

Model Unit ARNU07GM2A4 ARNU09GM2A4 ARNU12GM2A4 ARNU15GM2A4 ARNU18GM3A4

Cooling Capacity  kW  2.2 2.8 3.6 4.5 5.6

Heating Capacity  kW  2.5 3.2 4.0 5.0 6.3

Power Input 
(H / M / L) W  32 / 29 / 27 32 / 29 / 27 33 / 30 / 28 33 / 30 / 28 97 / 70 / 51

Dimensions 
(W x H x D) Body  mm  1,250 × 270 × 700 1,250 × 270 × 700 1,250 × 270 × 700 1,250 × 270 × 700 1,250 × 360 × 700

Fan  

Type Sirocco Fan Sirocco Fan Sirocco Fan Sirocco Fan Sirocco Fan

Motor Output x Number W x No. 350 x 1 350 x 1 350 x 1 350 x 1 500 x 1

Air Flow Rate (H / M / L)  
(High static Mode 
- factory set)

m³/min 13.3 / 9.4 / 6.8 13.3 / 9.4 / 6.8 14.8 / 10.2 / 7.4 14.8 / 10.2 / 7.4 32.7 / 26.7 / 23.0

External Static Pressure mmAq (Pa) 6 (59) 6 (59) 6 (59) 6 (59) 6 (59)

Air Flow Rate (H / M / L) 
(Standard Mode) m³/min 13.3 / 9.4 / 6.8 13.3 / 9.4 / 6.8 14.8 / 10.2 / 7.4 14.8 / 10.2 / 7.4 32.7 / 26.7 / 23.0

External Static Pressure mmAq (Pa) 5 (49) 5 (49) 5 (49) 5 (49) 5 (49)

Motor type BLDC BLDC BLDC BLDC BLDC

Air Filter - - - - -

Pipe 
Connections

Liquid Side mm (inch) Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8)

Gas Side mm (inch) Ø15.88 (5/8) Ø15.88 (5/8) Ø15.88 (5/8) Ø15.88 (5/8) Ø15.88 (5/8)

Drain Pipe (Internal Dia.) mm (inch) 25 (1) 25 (1) 25 (1) 25 (1) 25 (1)

Net Weight kg 38 38 38 38 44

Sound Pressure Levels (H / M / L) dB(A) 33 / 33 / 32 33 / 33 / 32 34 / 33 / 32 34 / 33 / 32 38 / 36 / 34

Sound Power Levels (H / M / L) dB(A) 52 / 52 / 52 52 / 52 / 52 53 / 52 / 52 53 / 52 / 52 52 / 51 / 50

Power Supply Ø, V, Hz 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50

Transmission cable mm² 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C

Accessories Accessories 

Chassis ARNU07GM2A4 ARNU09GM2A4 ARNU12GM2A4 ARNU15GM2A4 ARNU18GM3A4

Drain Pump ○

Cassette Cover -

Refrigerant Leakage Detector PRLDNVS0

EEV Kit -

Independent Power Module PRIP0

Robot Cleaner -

Pre Filter (washable / anti-fungus) ○

Ion Generator -

CO2 Sensor -

Ventilation Kit -

IR Receiver PWLRVN000

Zone Controller ABZCA

Dry Contact (with additional accessory)
PDRYCB000 (1 point contact), PDRYCB300 (8 points for thermostat compatible),

PDRYCB320 (Universal input1)), PDRYCB400 (2 points input), PDRYCB500 (Modbus)

External Input (1 point) ○

Wi-Fi PWFMDD200

Chassis ARNU24GM3A4 ARNU28GM3A4 ARNU36GB8A4 ARNU42GB8A4 ARNU48GB8A4

Drain Pump ○

Cassette Cover -

Refrigerant Leakage Detector PRLDNVS0

EEV Kit -

Independent Power Module PRIP0

Robot Cleaner -

Pre Filter (washable / anti-fungus) ○

Ion Generator -

CO2 Sensor -

Ventilation Kit -

IR Receiver PWLRVN000

Zone Controller ABZCA

Dry Contact (with additional accessory)
PDRYCB000 (1 point contact), PDRYCB300 (8 points for thermostat compatible),

PDRYCB320 (Universal input1)), PDRYCB400 (2 points input), PDRYCB500 (Modbus)

External Input (1 point) ○

Wi-Fi PWFMDD200

※ ○ : Applied, -  : Not applied
Option : Refer to model name in table
1) Available from April 2020

※ ○ : Applied, -  : Not applied
Option : Refer to model name in table
1) Available from April 2020

Model Unit ARNU24GM3A4 ARNU28GM3A4 ARNU36GB8A4 ARNU42GB8A4 ARNU48GB8A4

Cooling Capacity  kW  7.1 8.2 10.6 12.3 14.1

Heating Capacity  kW  8.0 9.2 11.9 13.8 15.9

Power Input 
(H / M / L) W  109 / 83 / 60 109 / 83 / 60 420 / 403 / 478 528 / 497 / 465 538 / 505 / 482

Dimensions 
(W x H x D) Body  mm  1,250 × 360 × 700 1,250 × 360 × 700 1,562 x 460 x 688 1,562 x 460 x 688 1,562 x 460 x 688

Fan  

Type Sirocco Fan Sirocco Fan Sirocco Fan Sirocco Fan Sirocco Fan

Motor Output x Number W x No. 500 x 1 500 x 1 375 x 2 375 x 2 375 x 2

Air Flow Rate (H / M / L)  
(High static Mode 
- factory set)

m³/min 35.5 / 30.6 / 26.2 35.5 / 30.6 / 26.2 49.0 / 37.3 / 30.2 54.2 / 41.3 / 31.8 57.2 / 43.0 / 34.0

External Static Pressure mmAq (Pa) 6 (59) 6 (59) 18 (176) 18 (176) 18 (176)

Air Flow Rate (H / M / L) 
(Standard Mode) m³/min 35.5 / 30.6 / 26.2 35.5 / 30.6 / 26.2 53.7 / 49.5 / 43.9 55.6 / 50.6 / 45.0 58.0 / 52.3 / 47.3

External Static Pressure mmAq (Pa) 5 (49) 5 (49) 9 (88) 9 (88) 9 (88)

Motor type BLDC BLDC BLDC BLDC BLDC

Air Filter - - - - -

Pipe 
Connections

Liquid Side mm (inch) Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8) Ø9.52 (3/8)

Gas Side mm (inch) Ø15.88 (5/8) Ø15.88 (5/8) Ø19.05 (3/4) Ø19.05 (3/4) Ø19.05 (3/4)

Drain Pipe (Internal Dia.) mm (inch) 25 (1) 25 (1) 25 (1) 25 (1) 25 (1)

Net Weight kg 44 44 87 87 87

Sound Pressure Levels (H / M / L) dB(A) 39 / 37 / 35 39 / 37 / 35 46 / 45 / 42 47 / 46 / 43 47 / 46 / 44

Sound Power Levels (H / M / L) dB(A) 53 / 52 / 51 53 / 52 / 51 65 / 64 / 62 66 / 65 / 63 66 / 65 / 64

Power Supply Ø, V, Hz 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50 1, 220-240, 50

Transmission cable mm² 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C 1.0 ~ 1.5 x 2C

HIGH SENSIBLE HIGH SENSIBLE 
ARNU07GM2A4 / ARNU09GM2A4

ARNU12GM2A4 / ARNU15GM2A4

ARNU18GM3A4

ARNU24GM3A4 / ARNU28GM3A4

ARNU36GB8A4 / ARNU42GB8A4

ARNU48GB8A4
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